Leistung dBm, mW, Spannung Ueff (Veff), Spitze-Spitze-Spannung Upp (Vpp) Umrechnung 

Formel für Rechner: 

	


Sinussignale 50 Ohm: 

	P[dBm]
	P[mW]
	Veff[V]
	Vp[V]
	Vpp[V]

	0
	1.000
	0.224
	0.316
	0.632

	1
	1.259
	0.251
	0.355
	0.710

	2
	1.585
	0.282
	0.398
	0.796

	3
	1.995
	0.316
	0.447
	0.893

	4
	2.512
	0.354
	0.501
	1.002

	5
	3.162
	0.398
	0.562
	1.125

	6
	3.981
	0.446
	0.631
	1.262

	7
	5.012
	0.501
	0.708
	1.416

	8
	6.310
	0.562
	0.794
	1.589

	9
	7.943
	0.630
	0.891
	1.783

	10
	10.000
	0.707
	1.000
	2.000

	11
	12.589
	0.793
	1.122
	2.244

	12
	15.849
	0.890
	1.259
	2.518

	13
	19.953
	0.999
	1.413
	2.825

	14
	25.119
	1.121
	1.585
	3.170

	15
	31.623
	1.257
	1.778
	3.557

	16
	39.811
	1.411
	1.995
	3.991

	17
	50.119
	1.583
	2.239
	4.477

	18
	63.096
	1.776
	2.512
	5.024

	19
	79.433
	1.993
	2.818
	5.637

	20
	100.000
	2.236
	3.162
	6.325


